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contact lenses, if present and easy to do. Continue rinsing. 
P312 Call a POISON CENTER or doctor/ physician if you feel unwell. 
P321 Specific treatment (see supplemental first aid instructions on this label). 
P332 + P313 If skin irritation occurs: Get medical advice/ attention. 
P337 + P313 If eye irritation persists: Get medical advice/ attention. 
P362 Take off contaminated clothing and wash before reuse. 
P403 + P233 Store in a well-ventilated place. Keep container tightly closed. 
P405 Store locked up. 
P501 Dispose of contents/ container to an approved waste disposal plant. 
 

2.3 
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5.4 Further information 
no data available 

 

6. ACCIDENTAL RELEASE MEASURES 

6.1 Personal precautions, protective equipment and emergency procedures 
Use personal protective equipment. Avoid dust formation. Avoid breathing vapours, mist or gas. Ensure adequate 
ventilation. Evacuate personnel to safe areas. Avoid breathing dust. 
For personal protection see section 8. 

6.2 Environmental precautions 
Do not let product enter drains. 

6.3 Methods and materials for containment and cleaning up 
Pick up and arrange disposal without creating dust. Sweep up and shovel. Keep in suitable, closed containers for 
disposal. 

6.4 Reference to other sections 
For disposal see section 13. 

 

7. HANDLING AND STORAGE 

7.1 Precautions for safe handling 
Avoid contact with skin and eyes. Avoid formation of dust and aerosols. 
Provide appropriate exhaust ventilation at places where dust is formed.Normal measures for preventive fire protection. 
For precautions see section 2.2. 

7.2 Conditions for safe storage, including any incompatibilities 
Keep container tightly closed in a dry and well-ventilated place.  

Keep in a dry place.  

7.3 Specific end use(s) 
Apart from the uses mentioned in section 1.2 no other specific uses are stipulated 

 

8. EXPOSURE CONTROLS/PERSONAL PROTECTION 

8.1 Control parameters 

Components with workplace control parameters 
Contains no substances with occupational exposure limit values. 

8.2 Exposure controls 

Appropriate engineering controls 
Handle in accordance with good industrial hygiene and safety practice. Wash hands before breaks and at the end of 
workday. 

Personal protective equipment 

Eye/face protection 
Safety glasses with side-shields conforming to EN166 Use equipment for eye protection tested and approved 
under appropriate government standards such as NIOSH (US) or EN 166(EU). 

Skin protection 
Handle with gloves. Gloves must be inspected prior to use. Use proper glove removal technique (without 
touching glove's outer surface) to avoid skin contact with this product. Dispose of contaminated gloves after 
use in accordance with applicable laws and good laboratory practices. Wash and dry hands. 
 
Full contact 
Material: Nitrile rubber 
Minimum layer thickness: 0.11 mm 
Break through time: 480 min 
Material tested:Dermatril® (KCL 740 / Aldrich Z677272, Size M) 
 
Splash contact 
Material: Nitrile rubber 
Minimum layer thickness: 0.11 mm 
Break through time: 480 min 



 

Sigma - C0780  Page 4  of  7 

 

Material tested:Dermatril® (KCL 740 / Aldrich Z677272, Size M) 
 
data source: KCL GmbH, D-36124 Eichenzell, phone +49 (0)6659 87300, e-mail sales@kcl.de, test method: 
EN374 
If used in solution, or mixed with other substances, and under conditions which differ from EN 374, contact the 
supplier of the CE approved gloves. This recommendation is advisory only and must be evaluated by an 
industrial hygienist and safety officer familiar with the specific situation of anticipated use by our customers. It 
should not be construed as offering an approval for any specific use scenario. 
 
Body Protection 
impervious clothing, The type of protective equipment must be selected according to the concentration and 
amount of the dangerous substance at the specific workplace. 

Respiratory protection 
For nuisance exposures use type P95 (US) or type P1 (EU EN 143) particle respirator.For higher level 
protection use type OV/AG/P99 (US) or type ABEK-P2 (EU EN 143) respirator cartridges. Use respirators and 
components tested and approved under appropriate government standards such as NIOSH (US) or CEN (EU). 

Control of environmental exposure 
Do not let product enter drains. 

 

9. PHYSICAL AND CHEMICAL PROPERTIES

 








