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Keep container dry.  Keep in a cool place.  Ground all equipment containing material.  Keep container tightly
closed.  Keep in a cool, well-ventilated place.  Combustible materials should be stored away from extreme heat
and away from strong oxidizing agents.

Keep away from heat.  Keep away from sources of ignition.  Empty containers pose a fire risk, evaporate the
residue under a fume hood.  Ground all equipment containing material.  Do not breathe dust.

Section 7. Handling and Storage

Precautions

Storage

Use process enclosures, local exhaust ventilation, or other engineering controls to keep airborne levels below
recommended exposure limits.  If user operations generate dust, fume or mist, use ventilation to keep exposure to
airborne contaminants below the exposure limit.

Safety glasses.  Lab coat.

Splash goggles.  Full suit.  Boots.  Gloves.  Suggested protective clothing might not be sufficient; consult a
specialist BEFORE handling this product.

Not available.

Section 8. Exposure Controls/Personal Protection

Engineering Controls

Personal Protection

Personal Protection in Case of
a Large Spill

Exposure Limits

Not available.

Solid. (Crystalline solid.)

Not available.

Not available.

Decomposes. (260°C or 500°F)

1.677 (Water = 1)

Not available.

Not applicable.

Not available.

Not available.

Not available.

Very slightly soluble in cold water.

Not available.

Not available.

240.29 g/mole

Not available.

Not available.

White.

Section 9. Physical and Chemical Properties

Physical state and appearance Odor

Taste

Color
Molecular Weight

pH (1% soln/water)

Boiling Point

Melting Point

Critical Temperature

Specific Gravity

Vapor Pressure

Vapor Density

Volatility

Odor Threshold

Water/Oil Dist. Coeff.

Ionicity (in Water)

Dispersion Properties

Solubility

The product is stable.

Non-corrosive in presence of glass.

Not available.

Not available.

Not available.

Section 10. Stability and Reactivity Data

Stability

Instability Temperature

Conditions of Instability

Incompatibility with various
substances

Corrosivity

Continued on Next Page
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Not available.

Not available.

CALL (310) 516-8000

All chemicals may pose unknown hazards and should be used with caution.  This Material Safety Data Sheet (MSDS) applies only to the material as packaged.  If this product is
combined with other materials, deteriorates, or becomes contaminated, it may pose hazards not mentioned in this MSDS.  It shall be the user's responsibility to develop proper
methods of handling and personal protection based on the actual conditions of use.  While this MSDS is based on technical data judged to be reliable, Spectrum Quality Products,
Inc. assumes no responsibility for the completeness or accuracy of the information contained herein.

Notice to Reader

Verified by Sonia Owen.

Printed 8/24/2004.

Validated by Sonia Owen on 1/20/2003.

Other Special
Considerations

References

Section 16. Other Information

MSDS Code C5170


